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A.1 Installing the USB Driver

This section introduces the installation of the DELTA PLC USB driver in the computer. After the
driver is installed, the USB interface can be used as the serial port (RS-232). Please use the

standard USB cable. The length of the cable should be within fiver meters.

Installing the driver
The personal computer and the PLC are connected through the USB and the mini USB cable. After

they are connected, users can find USB Device in the Device Manager window.

£ Device Manager
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Click the right mouse button, and select Update Driver... to open the Hardware Update Wizard

window. Click Browse to specify the folder, and then click Next to start the installation of the driver.

Hardware Update Wizard
Please choose your search and installation options. .

(%) Search for the best driver in these locations

Update Driver. ..
Disable
ninstall

Use the check boxes below ta limit or expand the default search, which includes local
paths and removable media. The best divver found will be installed.
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Include this location in the ssarch:

() Dan't search, | will choose the driver b install

Scan for hardware changes

PerErtiES Chaose this option ta select the device driver from a list. Windows does not guarantee that
the driver you choose will be the best match For your hardware.
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Browse For. Folder

Select the Folder that contains drivers for your hardware,
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Ta view any subfolders, click a plus sign above,
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Please choose your search and installation options.

(%) Search for the best driver in these locations

Use the check boxes below ta limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[] Search removable media (floppy. CD-ROM...]

Include this location in the search:

C:\Documents and SettingshadmintDesktophSE US &

() Don't search, | will choose the driver ta install.

Chooge this option to select the device driver from a list, ‘Windows does not guarantee that
the driver pou choose will be the best match for pour hardware
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Hardware Lipdate Wizard

Please wait while the wizard installs the software.

(y Deka PLC

Hardware Update Wizard
Completing the Hardware Update

h\z’\ Wizard

The wizard has finished instaling the software for:

(3 Deka PLC

Click Finish to close the wizard

After the driver is installed, users can find the Delta PLC device and the communication port

assigned to it in the Device Manger window. The usage of this device is the same as that of

RS-232.

L. Device Manager
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Select Communication Setting in Options to open the Communication Setting window. Select
RS232 in the Connection Setup box, select the communication port assigned by the USB in the
Communication Setting box, and click OK. After the communication setting is complete, users
can find that RS232 in the communication work area is checked. They can download the program

to the PLC and upload the program from the PLC through the USB, and can use the online mode.
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